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Mainly used in industrial settings that require heavy-duty packaging, 
polypropylene tape is made from synthetic material, often making it 
sturdier and more durable than paper tape. The use of plastic also means 
the tape is resistant to tearing, moisture and abrasion, making it suitable 
for use in harsh environments. Polypropylene Tape is also available in a 
range of thicknesses and has a synthetic adhesive that is intended to 
stick to various surfaces, including plastic, metal and cardboard.

All the plastic tapes that are in the Bespoke Plastic Tape range use 30% 
recycled content and are Plastic Tax Compliant.

Selecting the correct type of tape is crucial to ensure the safe and secure 
transport of your products and can help maintain the sustainability 
profi le of your business. Polypropylene Tape and Paper Tape are the most 
common types of tape used in packaging, with numerous additional 
options available that provide optimal performance for specifi c 
applications.
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Kraft Paper

Paper Tape, also known as Kraft Paper tape is a paper-based option 
that’s biodegradable and environmentally friendly. It can be easily torn 
by hand and is commonly used for sealing cartons and packages.  The 
tape can remain adhered to boxes after use, making waste management 
processes far simpler and is a great alternative in reducing our reliance 
on virgin plastic tapes.

At Allpack, we focus on providing you with more sustainable options, 
it’s something as a company we feel very passionate about. Innovating 
sustainability and creating products that can easily be recycled via 
curbside is part of our long-term company-wide objectives.

Our Bespoke Printed Paper Tape range has specifi cally been sourced 
from supply chain partners who can provide best-in-class paper tapes 
that are environmentally friendly, compared to plastic tapes and can 
be applied using existing hand tape dispensers.
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Adhesives Acrylic Hotmelt Solvent Gummed

Features & 
Benefi ts

• Low cost

• Tear 
resistant

• Less 
pressure 
required on 
application

• Stronger 
adhesion 
compared to 
acrylic

• More costly

• Greatest 
operational 
range

• Ideal for 
extreme 
temperatures 
E.g. Importing/
exporting

• Water activated

• Needs a 
machine

• Natural 
adhesive

• Environmentally 
friendly

• Strong bonding 
properties

PP Yes Yes Yes No

Paper Yes Yes Yes Yes

Operational 
Temp. Range

-10°c to 
+60°c

-5°c to +50°c -20°c to +60°c 0°c to +50°c

Selecting the correct adhesive type is becoming increasingly important 
as the demand for sustainable options increases. Each adhesive type has 
diff erent properties and can aff ect what type you will need for not only the 
products you are shipping out, but also the environment in which the taped 
goods will be exposed.

Adhesive Types
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Artwork

Base Tape

Colours

Dimensions

Materials & adhesion

Quantities

Unwind Direction

Our in-house design team can create the artwork you specify or by using the 
fi les you provide. File types we accept in order for a high-quality print are vector 
fi les (eps) Illustrator (ai) and outlined PDF’s.If you require assistance with your 
artwork, pleasae contact us at sales@allpack.uk.com

Tape base colours are available in brown or white for paper. Clear, buff or 
white for plastic.

All colours to be supplied using Pantones colour process in order to get the 
closest possible printed colour match.

Widths available: 48mm
Lengths available: 50m - 100m
Core sizes available: 50mm - 76mm

Choose the best product to suit your packaging needs from Polypropylene to 
Paper. Contact a member of our Sales Team who will be able to help direct you 
in selecting the best tape to secure your products.

The price you pay is dependant on your average use with a minimum order 
quantity of x10 boxes, with the price decreasing as your quantity increases. 
Lead times average between 10-12 weeks.

Dependant on how your artwork is orientated may impact the unwind direction. 
If in doubt please contact a member of our sales team who will be able to help 
direct you in acquiring the best tape to secure your products.
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Work with us to let us help you to take the pain out of specifying bespoke 
packaging, as we work in partnership with you to achieve your packaging goals, 
for a better package.
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Bespoke Printed Tapes

Somerville House | Blakeney Way | Kingswood Lakeside | Cannock | WS11 8LD

01543 396777 www.allpack.uk.com
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